
•	 Input Range:	 36 - 75Vdc

•	 Remote shutdown

•	 93% Typical Efficiency

DC/DC

Specifications

84W Power
12Vdc, 7A Output

The 84 Watt CPT7B48 high 
performance DC-DC con-
verter offers high efficien-

cies of  93% typical. This high 
efficiency allows for no derat-
ing up to 55°C @ 200lfm airflow. 
Additional features include trim 
& remote sense, remote on/off  
control logic (negative or positive 
enable) and an operating tem-
perature range of  -40°C to +85°C 
(w/ derating.) Unit conforms to 
industry standard sixteenth brick 
footprint (DOSA) & feature set.

Applications
These units are ideally suited for
telecom, data processing and 
networking applications includ-
ing ‘bus’ converter application 
where  the ample 12V power can 
be used to supply multiple point-
of-load low-voltage rails.
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CPT7B48 Ordering Information

Input Voltage		  Output Voltage	 Output Current	 Model Number
Range

36 - 75 VDC 12VDC 7AMPS CPT7B48*

*Add “N” suffix for Negative ON/OFF logic (“P” suffix = positive enable)

Mechanical Outline & Pin Assignments

Pin Assignments

1. 	 + Vin
2. 	 Enable
3. 	 - Vin
4. 	 - Vout
5. 	 - Sense
6. 	 Trim
7. 	 + Sense
8. 	 +Vout

•	 All dimensions are in inches [mm]
•	 Pins 1,2,3,5,6,7 are 0.040” [1.02] dia. with 0.070” [1.78] dia. shoulder
•	 Pins 4 and 8 are 0.062” [1.57] dia with 0.093” [2.36] shoulder
•	 Pin material: Brass
•	 Pin Finish: Gold over Nickel
•	 Converter Weight: 0.45 oz [12.8 g]





CPT8A18 Ordering Information

Input Voltage		  Output Voltage	 Output Current	 Model Number
Range

9 - 36 VDC 5VDC 8AMPS CPT8A18*

*Add “N” suffix for Negative ON/OFF logic (“P” suffix = positive enable)

Mechanical Outline & Pin Assignments

Pin Assignments

1. 	 + Vin
2. 	 Enable
3. 	 - Vin
4. 	 - Vout
5. 	 - Sense
6. 	 Trim
7. 	 + Sense
8. 	 +Vout

•	 All dimensions are in inches [mm]
•	 Pins 1,2,3,5,6,7 are 0.040” [1.02] dia. with 0.070” [1.78] dia. shoulder
•	 Pins 4 and 8 are 0.062” [1.57] dia with 0.093” [2.36] shoulder
•	 Pin material: Brass
•	 Pin Finish: Gold over Nickel
•	 Converter Weight: 0.45 oz [12.8 g]


